3. Polyurethane 2K System (& 2K Iwagisinu)

Description

A fast drying 2K gloss clear based on high quality of acrylic polyurethane resin with
high adhesion and good scratch resistance. It is suitable for spot repair and panel repair.
Easy to polish. It can be air-drying and forced-drying within 30 min at 60°C Suitable for
applying on many surfaces such as metal and plastic or fiber surface.
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SOLAR §

09 LINE SOLAR + CLEAR 2:1 + HARDENER 2:1 09 LINE SOLAR + BLENDING 4:1 + HARDENER 4:1
40% + 60% + 50% 40% + 60% + 25%

Data Information Application
voyansiduiu 58n1swu

Mixing Ratio 2K gloss finish : 2K Hardener : Thinner 827-0973
100 25 or 50 10-15%

dnsndouway dwdau SOLAR : 2K ansmipuiuaes @ Nuluas 927-0973
100 25 1o 50 10-15%

Viscosity 16-17 seconds/DIN Cup 4
AovUlE 16-17 Bunii/DIN Cup 4

Gravity Feed  1.3-1.5 mm. Uuwudtosuu  1.3-1.5u0U.
Suction Feed 1.3-1.5 mm. Uuwuddowdaw  1.3-1.5u0u.
Air Pressure  2.0-2.5 kg./cm.? lisvAuay 2.0 -2.5 Nn./Bu.

Coated number 2-3 coats Wu 2-3 Ifgo
Gun distance  15-20 cms. szezUuWUKN 15-20 rsUAIUAS
Flash of time 3-5 minutes Aus:rgwIReo 3-5 uafi

Drying Time MSIAIAD
Touch Dry 5-10 minutes/30°C  IAJAULA 5-10 Ui /30 auFn
Recoatable Dry 10 -15 minutes/30°C  wAununta 10 - 15 Ui / 30 avAn

Top Coat Clear - SOLAR CLEAR 2K 4:1
IndusNUKdn - SOLAR CLEAR 2K 2:1




