4. 2K Basecoat System (ds:uu 2K udlAan)

Description

A fast drying 2K gloss clear based on high quality of acrylic polyurethane
resin with high adhesion and good scratch resistance. It is suitable for spot repair
and panel repair. Easy to polish. It can be air-drying and forced-drying. Suitable
for applying on many surfaces such as metal, plastic and fiber surface.
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09 LINE SOLAR + B533 Basecoat Binder
30% 70%

Data Information Application
voyanasiduiu 38n1swu

Mixing Ratio SOLARNC Lacquer : Thinner 927-0973
100 : 100-120

dnsndouwan dwau SOLAR @ fuues 927-0973
100 : 100-120

Viscosity 15-17 seconds/DIN Cup 4
AoWTUla 16-17 3uqfi/DIN Cup 4

Gravity Feed  1.3-1.5 mm. Uuwudfoouu  1.3-1.50u.
Suction Feed 1.3-1.5 mm. Uuwudiosaw  1.3-1.50Uu.
AirPressure  2.0-2.5 kg./cm.? nsuAuau 2.0-2.5nn./80.3

Coated number 2-3 coats wu 2-3 IRgo
Gundistance  15-20 cms. sza:UuwurW 15-20 IsURAILAS
Flash of time 3-5 minutes Aus:nIWINGo 3-5 un

Drying Time NISIFIAD
Touch Dry 3-4 minutes/30°C  IAVAUWA 3 -4 Ui /30 auF
Recoatable Dry 5-7 minutes/30°C  IIFJAuUnUn 5 -7 Ui /30 auA

Top Coat Clear - SOLAR CLEAR 2K 4:1
1naasiuntin - SOLAR CLEAR 2K 2:1




