FsouWu SOLAR 4:1
(SOLAR PRIMER SURFACER)

HsodiWu SOLAR 2:1
(EPOXY PRIMER SOLAR)

SOLAR Primer Surfacer (4:1)

Description
A two component polyurethane primer for auto refinish and general
industry suitable for steel, wood, fiberglass and ABS plastic.
- Fast drying, it therefore can be applied without baking condition.
- Cured film good resist to water, chemical and solvent.
- Excellent adhesion on various substrates.
- Finer and smooth film.
Application
Mixing Ratio A:B:Thinner=4:1:3 (by volume)
A:B:Thinner=5:1:3 (by weight)
Hardener Solar Hardener 0195H
Thinner required 927 - 0973
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SOLAR Epoxy Primer (2:1)

Description
A two components epoxy primer best for surface adhesion chemical
protection and high build film

- Fast drying, it therefore can be applied without baking condition.

- Cured film good resist to water, chemical and solvent.

- Excellent adhesion on various substrates.
Suitable for general coating such as steel, wood, fiberglass, concrete and
ABS plastic, aluminum, galvanized, stainless steel, etc.

Application

Mixing Ratio Part A: Part B: Thinner=2:1:70% (by volume)
Hardener required Hardener EP 115 (B)

Thinner required Epoxy Thinner TE — 1146
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